
Modellübersicht 
Model overview
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Einbautiefe (mm)
Installation depth  (mm) 65 55 45

Extra-Schmutzreservoir (mm)
Additional dirt collection space (mm) +20 +20 +20 +10 +10 +10 +10 +10 +10 +10 – – – – –

Optimiert für
Optimized for

Max. zulässiges Fahrzeuggewicht (t)
Max. permissible vehicle weight (t) 40 30 40 30 30 30 30 20 2,5 20 10 10 10 20 20

Empfohlene maximale Überfahrten
Recommended maximum crossings

 < 100 pro Tag/per Day

 > 100 pro Tag/per Day 
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Rutschhemmung (Klasse)
Anti-slip-property (class) R12 R12 R12 R12 R12 R11 R12 R12 R11 R11 R12

Geeignet für harte Rollen
Suitable for hard casters/wheels ● ● ● ● ● ● ● ●

Eignung Rollenbreite (mm)
Suitable wheel width (mm) ≥31 ≥31 ≥31 ≥31 ≥31 ≥31 ≥31 ≥31 ≥20 ≥24 ≥31 ≥31 ≥31 ≥31 ≥31

Oberflur geeignet (Rampen)
Suitable for above ground (ramps) ● ● ● ● ●

Gitterrost
Grates
 Edelstahl  V2A/Stainless steel (1.4301)

 Stahl/Steel (S 235 JR)

 Kunststoff/Plastic (PA 66 GF35)

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

 

●

Wanne
Tray
 Edelstahl/Stainless steel (1.4301)
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Bürstenleisten pro Giterrost
Brush strips per grate 10 10 - 10 10 - 10 10 14 14 10 10 - 10 -

Roste pro Segment
Grates per segment 2 2 2 2 2 2 2 2 4 2 2 2 1 2 1

Modulformat (Anzahl Segmente B x L)
Wannengröße (B x L in mm) 
Anzahl Roste x Gewicht

Modular unit (No. segments W x L)
Tray size (W x L in mm) 
No. of grates x weight

1 x 1
718 x 980 
2 x 30kg

1,5 x 1
1072 x 980 

3 x 30kg

1 x 1
718 x 980 
2 x 30kg

1,5 x 1
1072 x 980 

3 x 30kg

1 x 1
718 x 980 
2 x 22kg

1 x 1
718 x 980 
2 x 26kg

1,5 x 1
1072 x 980 

3 x 26kg

1 x 1
718 x 980 
2 x 26kg

1,5 x 1
1072 x 980 

3 x 26kg

1 x 1
718 x 980 
2 x 19kg

1 x 1
718 x 980 
2 x 26kg

1,5 x 1
1072 x 980 

3 x 26kg

1 x 1
718 x 980 
2 x 26kg

1,5 x 1
1072 x 980 

3 x 26kg

1 x 1
730 x 1420 

4 x 14kg

1,5 x 1
1093 x 1420 

6 x 14kg

1 x 1
720 x 986 
2 x 28kg

1,5 x 1
1074 x 986 

3 x 28kg

1 x 1
702 x 976 
2 x 21kg

1 x 1
702 x 976 
2 x 21kg

1 x 2
702 x 1940 

4 x 21kg

2 x 2
1392 x 1940 

8 x 21kg

3 x 2
2084 x 1940 

12 x 21kg

1 x 1
702 x 976 
1 x 34kg

2 x 1
1392 x 976 

2 x 34kg

3 x 1
2084 x 976 

3 x 34kg

1 x 1
702 x 976 
2 x 22kg

1 x 1
702 x 976 
1 x 34kg
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